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STX PVC Technical Data Sheet
Centrefolded Shrink Film 40% x 40%

Properties Units Values Values Test
Type SHR15 SHR19 N/A
Thickness Microns 15 19 ASTMD 374
Density k/dm3 1.28 1.28 N/A
Weight gm2 19.2 24.3 ASTMD 1505
Yield m/kg 52.083 41.152 ASTMD 646
Tensile Strength L/T k/cm2 840/640 910/690 ASTMD 882
Elongation L/T % 95/120 105/130 ASTMD 882
Internal Tear Strength L/T g 6/6 6/6 ASTMD 1922
Limit of Elasticity L/T k/cm2 6500/5600 6200/5700 ASTMD 882
Shrinkage at 90oC /T % 55/30 50/29 PPTM
Shrinkage Stress k/cm2 12.7/9.2 13.2/10.4 ASTMD 1504
Sealing Strength G/m 600 750 PPTM
Sealing Temperature C 120/160 120/160 PPTM
Impact Strength c/kg 7.9 12 ASTMD 3420
Gas Permeability c3/
Oxygen 24h 920 920 N/A
Nitrogen m 185 185 ASTMD 1434
Carbon Dioxide 1 atm 4490 4490 N/A
Mater Vapour Transmission Rate G/24h/m2 127 90 E96
Slip Coefficient <1 <1 ASTMD 1894


